
Features
■ ATX / microATX/ Mini-ITX MB installable

■ External 2 x 5.25” bay
Internal 1 x 3.5” HDD bay

■ 92mm Cooling Fan

■ Dual USB Port in Front Side

■ Power supply can be installed by two direction

■ Can be vertically or horizontally mounted

 Dimensions(W×D×H)

330 × 410 × 175 mm

Applications
■ Factory Automation Application
■ Machine Automation
■ Military Application
■ Industrial / Telecom Computers

Power supply installable by two direction
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■Specifications

■Dimension

Construction Heavy-duty steel
Standard Color Black, (Option: Beige)
Cooling Fan Front : 92 mm FAN
Air Filter Inside Front Panel
Power Supply PS/2 Size
System Board ATX MB

microATX MB / Mini-ITX MB
Connector 2 × USB Ports in the Front side
Controls Power on/off × 1

System reset × 1

Indicator Power & HDD LEDs
Drive Bay External : 2 x 5.25"

* One 5.25” cover is provided
Internal  : 1 x 3.5” HDD

Dimension(W×D×H) 330 × 410 × 175 mm
13 × 16.1 × 6.9 inch

Temperature 0 °C (32 °F) ~ 50 °C  (122 °F)
Humidity 5% ~ 95% non-condensing
Weight(gross) 9.1 kg( 20.1 lb)
Carton Size (WxDxH) 465 x 540 × 305 mm

18.3 × 21.3 × 12.0 inch

■Ordering Information
392P(W)-000 Desktop/Wallmount Chassis w/o 

power

** W: Beige color ;  P: Black color
** Clamp is optional

SD3-2000 5.25” drive bay: Slim ODD + 3.5”
bay

AVB-25 Anti-vibration kit (2.5” HDD to
3.5” drive bay)

AVB-35 Anti-vibration kit (3.5” HDD to
5.25” drive bay)

Remark:
1. ODM/OEM is available
2. Specifications are subject to change without prior notice

Horizontal Mounting Vertical Mounting

392P(W)-XXX Desktop/Wallmount Chassis w/
xxx watts power
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