
Feature
Mini-ITX / Micro-ATX MB installable Four 
expansion slots
External 5.25” drive bay
Internal  2 x 2.5” HDD/SSD bay
4 x COM Cut-off in rear side
Can be vertically or horizontally mounted 
Flex ATX Power Supply

Specifications
Construction Heavy-duty steel

Standard Color Black, Silver (option)

Cooling Fan Front : 1 x 80 mm FAN

Air Filter No

Power Supply Flex ATX

System Board Micro-ATX MB

Mini-ITX MB

Connector 2 × USB Ports in the Front side
2 x USB Ports inside (option)

Controls Power on/off × 1

Indicator Power & HDD LEDs

Drive Bay External : 5.25” drive bay

Internal  : 2 x 2.5”HDD/SSD

I/O Opening 4 x COM in rear side

Dimension(W×D×H) 300 × 298 × 140 mm

Temperature 0 °C (32 °F) ~ 50 °C  (122 °F)

Humidity 5% ~ 95% non-condensing

Weight(net/gross) 5.0Kg / 6.0 Kg

Carton Size(WxDxH) TBD

745P(V)-000 4-slot wallmount chassis, w/o power

745P(V)-250 4-slot wallmount chassis,
w/ Flex ATX 250W power supply

745P(V)-400 4-slot wallmount chassis,
 w/ Flex ATX 400W power supply

>> P: Black color ; V: Silver color

Remark:
1. ODM/OEM is available
2. Specifications are subject to change without prior notice

745
High-Performance 4-slot Compact Chassis for m-ATX Motherboard, 
w/ 5.25” External Drive Bay & 2x2.5”HDD/SSD Internal Bay
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